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GLASSLXE QUICK START GUIDE

Glass LXE Virtual Surface Software

Summary

This document is intended to familiarize the user with initial setup and configuration
of Wheatstone’s Glass LXE Virtual Surface Software. This document is not a complete
instruction manual, and may not cover all available features or possibilities to customize
the LXE Surface. Instead it is intended to assist first time users with initial setup of
Glass LXE virtual Surface. This document also assumes that the LXE Surface Host, has
no surface configuration loaded prior to setup and that the virtual surface will be created
from scratch.

System Requirements

Glass LXE,the LXE Surface Host, are generally tied together with compatible versions.
Generally, when changes to the software are made to one of them, it requires updating of
the other. And in some cases, additional updates may be required for the surface host, or
other components of your WheatNet-IP systems. Wheatstone technical support can assist
you in determining the correct versions of each component for your system.

For the purpose of this Quick Start Guide, we’ll be using the following:
LXE Engine Blade: version 3.7 or higher
LXE Surface Host: version 1.52 with OS R7
LXE Surface Setup GUI: 2.1.3 or higher
Remote LXE: 1.16
WheatNet IP Navigator: version 3.7 or higher

PC: Windows7 or Windows10,NIC statically assigned and connected to WheatNet-IP
network.

If you are adding the LXE Engine Blade and Surface to an existing WheatNet-IP system,
you will need to add the Blade to the system using the front panel controls, to set up a
BladelID and IP address and have it joined to the system as a Blade prior to proceeding
further with this guide.

If you need assistance with adding a Blade to your system, you can refer to the Blade 3
Manual using this link: https //wheatstone. com/mdex .php?option=com docman&wew-d

By contacting Wheatstone Technical Support during normal business hours, 8:30am
to 5:30pm Eastern, M-F at 252-638-7000 or by emailing techsupport@ wheatstone.com

Obtaining updates: Updates for GlassLXE, LXE Surface Host and Surface Setup
GUI, Blades and other items are delivered on a case by case basis. Contact Wheatstone
Technical Support to request updates if you have earlier versions.
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Installing the Hardware

As stated in the requirements section, your LXE Engine Blade will need to be connected
to your WheatNet-IP Ethernet Switch and configured as a Blade on the network. If you
are adding this to an existing WheatNet-IP System, ensure your Blade ID and IP address
are unique when configuring the Blade. If this is a new system, you will still need to
setup the Blade to operate on a network with an ID and IP address. Additional Blades
can also be added for Audio I/O for the system, and these should be done before setting
up the Glass LXE virtual surface.

For the LXE Engine Blade specifically, you will have 2 Network connections.

Looking at the back of the LXE Engine Blade, at the far right of the unit you will
find a 1G ETH RJ-45 connector. This connector is for the Blade Part of the Engine. This
is the interface that will be assigned an IP address via the Blade’s front panel during
initial setup of the Blade. This is the interface that other Blades in the system will use to
communicate with this Blade. For the purposes of this document we will refer to it as the
Blade NIC or Blade Interface.

To the left, you will see another RJ-45 connector, located near the HDMI connector,
and the USB connectors. This is the LXE Surface Host Interface. It will also require a
unique static IP address on the same subnet as your Engine blade is assigned. From the
factory, it has a default IP assigned of 192.168.87.90. If this address is already in use on
your existing system, or you are planning on using a different IP scheme, this address will
need to be changed. We will cover later is this document. The process is also covered in
the LXE Quick Start Guide.

Once you have the LXE Engine Blade powered on, the Blade Interface connected,
and assigned an ID and IP Address, then proceed with the rest of this document.

Note: The LXE Engine Blade, and the Surface Host are two separate devices, that
just happen to be located in the same box. The front panel controls of the Engine Blade
have no interface to setup or control the Surface Host. The only thing common to each
device is the Power Supply inside the Blade. In order to communicate with each other,
each of their respective interfaces have to be assigned IP addresses on the same subnet
and connected to the same Ethernet switch(es) in order for them to communicate.
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Installing the Software

LXE Surface Setup GUI

With your purchase of the GlassLXE Surface and LXE Engine Blade, you should
receive a USB drive with necessary software installers you will need to setup and configure
your Glass LXE Surface. If you did not receive the drive or it has been misplaced, contact
Wheatstone Technical Support to obtain download links for the necessary software.

Since we need to possibly change the IP address of the surface host from the factory
default, we’ll first need to install the LXE Surface Setup GUI.

Find the LXE Surface Setup GUI Installer.

| d Fa Manage L¥ESurfacelpdates - O X
Home Share View Application Tools e
« v 1 » ThisPC » Documents » Wheatstone » LXESurfacelpdates v Search LXESur... @

Mame a Date modified Type Size

#F Quick access

(@ GlassLXE_Setup_1.16.exe Application
[ Desktop @ T o )
|| LXE_app_1.52.tar TAR File
‘!’ Dowlcads [T LXE_os_R7.tar TAR File
= Documents (Q, Remotel XE_Setup_1.16.exe Application
&= Pictures j%l WhnetlP_LXE Surface_Setup_Gui_2_1 3.exe  11/6/2019 %:26 AM Application
GPE Radio
media
SysInfo
WheatMetlp_Screen
@ OneDrive
[ This PC
¥ Network
Sitems 1 item selected 546 MB =

Double click to Start the Installation Wizard.
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j%l WheatMetlP LXE Surface Setup GUI 2_1_3 Setup: License Agreement — Pt

= _ Please review the license agreement before installing WheatietIP LXE
7 Surface Setup GUI 2_1_3. If you accept all terms of the agreement, dick I
Aadree.

i jo

<l

II‘his End User License Agresment is 2 legal agreement between yvou
(either an individual or a single entity) and Wheatstone Corporation.

Warning: This program is protected by copyright law and international
treaties. Unauthonzed reproduction or distribution of this program, or any
pottion of it, may result in severs civil and eriminal penalties. and will be
prosecuted to the maximum extent possible under the law.

A" o 54

WheatNet-IP Ethernet

Copyright 2003-2019 Wheatstone Corporation, All Rights Eeserved.

Cancel oft Instal System v2,5

Accept the License Agreement.

j%‘ WheatMetlP LXE Surface Setup GUI 2_1_3 Setup: Installation Options - >

o _ABd| Check the components you want to install and uncheck the compenents
T | o you don't want to install. Click Mext to continue.
<
Select components to install; IF' LXE Surface Setup GUI
Fonts

."—'
»

-
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.
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"
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Space reqguired: 99.3MB

Cancel 20 il S Ve 5 = Back

Leave the components checked and click Next.
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1%! WheatMetlP LXE Surface Setup GUI 2_1_3 Setup: Installation Folder — ot

folder. To install in a different folder, dick Browse and select another

g! Setup will install WheatiMetIP LXE Surface Setup GUL 2_1_3in the following
folder, Click Install to start the installation.

Destination Folder

| :\Program Files (x86)\Wheatstone Wheathet XEGUI\| | Browse. .,

Y o 4

WheacatNet-IP Etherpnet Audjo

Space reguired: 99.3MB
Space available: 34.0G8

Cancel < Back Install

Leave the default path or click browse to select a different directory. When ready click
Install.

1%' WheatMetlP LXE Surface Setup GUI 2_1_3 Setup: Completed —

Completed

v,
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Click Close to Finish the Installation Wizard.
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The next step requires you to have the NIC on the PC assigned a static IP
address, on the same subnet as the Surface host. As stated, the surface host ships
with a default IP address of 192.168.87.90. Connect the Surface Host NIC from
the back of the Engine Blade to the Network Switch. Connect the PC NIC to
the Network Switch. Once these connections are made, then launch the LXE
Surface Setup GUI.

Use the WheatNetLLXE shortcut to launch the GUI.

ﬁ WheatMet IP LXE Surface Setup GUI Startup Mode X

WheatNet-IP LXE Surface Setup GUI Startup Mode

Select the mode of operation which you would prefer the GUI to operate in for this session.

&) Synch FromAn LXE Surface
Connectto an existing L¥E surface and synch this GUI from that surface's current configuration.

O Open A Saved Project From Disk
Connectto an existing LXE surface and open 2 projectwhich has been previously saved on this computer.

&) RestoreGUI State
Resume the configuration session that was being edited the last time this GUI was closed.

&) SetUp A New LXE Surface
Setup 2 new LXE surface from scratch. Thecurrentconfiguration on the selected surface will beerased.

WheatMet [P
MNavigator

WheatMetLXE

When the GUI opens you are presented with several options. For this purpose, click
on Sync from an LXE Surface to connect this instance of the GUI to the Surface Host.
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. WheatMet [P LXE Surface Setup GUI Startup Mode *

Select A Surface To Connect To And Synch From

Select the surface whichyou want to connect to for this session.
* |f nosurfaces appearinthe list, you can press "Rescan” to re-query the network on the specified NIC card.
» If still no surfaces appear in the list, you can press "Select MIC" to specify a different NIC card.

All Detected Surfaces
WHEAT-1 XE LA&B

4] [

SelectNiC_ | |  Rescan

| <Back ]| Finish ]

The Setup GUI will scan the network and look for surface Hosts. If this dialog opens
up and you do not see any LXE Surface Hosts listed here, click the Select NIC and bind
the GUI to your WNIP NIC. Then rescan. Your LXE Surface Host should appear in the
list. Additional LXE Surface hosts will appear in the list if they are on the same subnet
and you are connected to the main network. Your new LXE Surface Host likely will not
have a Name or Location field populated as the example above does. This is normal and
you can set those fields later on.

Select the appropriate Surface and click Finish.
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B iheathe 1P LXE Surface Stup GUI

Module Layout | OLEDImages

ScriptWizard | ScriptEditor | Global Options | UserOptions | Device Map.

Preferences | Locator Destinations | Salvos _Blades

~ 1D (dotted) Name ||
BLOOISON

LXE-Surface Screen Builder
Version: 2.1.3 Built: Nov 5 2019 14:44:19
Copyright Wheatstone Corp. 2609-2619

CERE

Wheathet IP Script Compiler "gwipppc” version 2.28.0
Copyright 2005-2019 Wheatstone Corp. ALL rights reserved.
Output /| Debug.

Output

The Surface Setup GUI will then connect to the surface host and request the config
information from it. Since we are starting from scratch, this is normal that there are no
modules in the layout. We’ll come back to this screen later, after installing and running the

Glass LXE software for the first time. For now though our goal is to possibly change the
assigned IP from the default.

From this screen click the Hardware Menu item.

B Vinesthe 1P LXE Surface Setup GUI

Module Layout | OLEDImages ipteditor | Global Options | UserOptions | DeviceMap | Preferences | Locator Destinations | Salvos.

~ ID (dotted)

Property

Systeminfo

LXe-surface Screen Builder

L]

Version: 2.1.3 Built: Nov 5 2619 14:44:19

Copyright Wheatstone Corp. 2609-2619

Wheathet 1P Script Compiler "gwipppc” version 2.28.
Copyright 2665-2619 wheatstone Corp, ALl rights reserved.
Output /\ Debug

Qutput

Then select Surface Network Setup.
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Expand the Info for the Surface. Double
click into each field and set your Desired
Name, Location, IP address, Subnet Mask,

All Detected Surfaces:
v  WHEAT-LXE

and Gateway. MAC Address
. Mame
Whendoneineach field, press the EnterKey. || e
ocaton
IP Address
Subnet Mask
| Gateway
I
|
All Detected Surfaces: |
v  WHEAT-LXE LAB 4 4
MAC Address ReScan Gl
‘ Mame

Location

Subnet Mask
Gateway

When done, select Close.

| In order for these changes to take effect,

| the Surface Host will need to be restarted.

| Thisis done from the Hardware Menu again.
Click Hardware and then click Reboot
Surface Host.
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W WheatNet IP LXE Surface Setup GUI — X
- "

ModuleLayout | OLEDImages riptEditor | Global Options | UserOptions | DeviceMap | Preferences | Locator

Primary Mix Engine Blade Info ‘Secondary Mix Engine Blade nfo Surface Button Brightness

Virtual LXE Connection < I NS

s ] Dow T s
e E e —

L

et T E ———————— O

BS 9 BI 10 BY 110912 B 13 B9 14 B9 15 b9 16 O Owedn[le[ls]x]5]16
B9 17 B 15 B9 19 B9 20 B9 21 B 22 b9 23 B9 24 Ow(Jw.lwlo]al2[]12s[]2
25 b 26 S 27 b 28 b3 29 b9 30 b9 3109 32 [as[12s[ 2712812913 []3[]3

Checkall_| [Un-Checkall CheckAll_| [Un-Checkaall

Resource Allocations Display Brightness.
Number of Input Channels Normal Level

]

Number of Spare Buttons.

ness m andlor disabling the auto dimming funct
in image by greatly reduce the usefullife of the dis RS B Lo
Standayd seffings of 605, 20%, and 10 minutes, wil give 3 long sefu e for 00411000 1180 Spared
the OLED display. OLED displays withimage bur inwilnot be covered by the 00411001 1181 Sparel2
00411002 1182 SpareD3
00411003 1183
00411004 1184 Sparels
00411005 1185 Sparels
00411005 1186 Sparel?
00411007 118 Sparel3
00411008 1188 LETIVR
00411009 1189 LSTALY
00810000 2100 LXE PGM
00810001 2101 LXE AUD
00810002 2102 LXEAUX
00510003 2103 LXEOL
00810400 2120 LXE Auct
00810401 2121 LXE Au
00810402 2122 LXE Au
00810403 2123 LXE Aucd
o031 2130 LXE BMOT
00810601 2131 LXE BMD2
oainen 5175 IvEBAn T
o Comments

LXE-Sur
Version:

L)

Screen Builder
1.3 Built: Nov 5 2019 18:44:19
heatstone Corp. 2063-2019

Copyrigt

WheatNet IP Script Compiler "gwipppc” version 2.28.6
Copyright 2005-2819 Wheatstone Corp, AL rights reserved.
Output [\ Debug.

output

d @ Apply

While the Surface Host is restarting, if you monitor the lower right hand corner of the
Setup GUI, you will see that the surface is disconnected.

WHEAT-LXE Connecting...

If you have changed the Surface IP to a different network than the default 192.168.87.
xx network, you need to now change the NIC on the PC, to the new Network subnet. If you
stayed in the default subnet, then you don’t need to change the NIC on the PC.

Once you have changed the NIC and the surface has restarted you should see the con-
nected status.

WHEAT-LXE Connected

Once the Surface status says connected, the surface has finished restarting and now
operating on the newly assigned IP address.
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Updating the LXE Surface Host

This step, may or may not be needed. As we stated earlier Glass LXE and LXE Surface
host versions are tightly related. For our example Glass LXE surface, we are starting with
version 1.16. The requirement for this version of Glass LXE is that the LXE Surface Host is
running version 1.52, and that LXE Surface Host version requires LXE Surface Operating
System R7.

Also note that not every LXE Surface Host Update will require Surface Host Operating
System updates.

It’s possible that if you have older versions of Glass LXE you will have older versions
of LXE Surface Host and LXE Surface Host OS respectively. You may need to update these
to use the latest version(s) of Glass LXE. This section will show you the update process.

To obtain your currently installed version of LXE Surface Host software version, from
the Surface Setup GUI, connected to the surface host, use the Locator tab. Click the Refresh
button to have locator scan the system. You can filter by LXE Surface to reduce the results.

Find your surface Host in the list and note the version.

To obtain appropriate updates for your LXE Surface Host, LXE Surface Host OS, and
Glass LXE please contact Wheatstone Technical Support.

Our example will show the process to update the Surface Host to the proper version
to use with GlassLXE 1.16. In this example, both the Surface Host and the Surface Host
OS need to be updated.

Open the Surface Setup GUI and connect to your Surface Host.

I Wheatiet P LXE Surface Setup GUI

Module Layout | OLEDImages  Screenisyout | SciptWizard | ScriptEditor | Global Options

Ensure the GUI is connected to the surface in the
WHEAT-LXE Connected lower right status bar.
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Select the Hardware Menu, then select Update Surface.

B Wheathet P XE Surface Setup GUI

ModuleLayout | OLEDImages friptEditor | Global Options | UserOptions | DeviceMap | Preferences | Locator

[ e o ]

LXE-Surface Screen Builder E
Version: 2. oy
Copyright Wi rp. 2009-2019

o]

Wheathet TP Scrip:
£ [copyright 26e5-2019

Browse to the update files obtained from Wheatstone Technical Support.

@l Open LXE Surface Update File x
&« v 4 <« Wheatstone » L¥ESurfaceUpdates v Search LXESurfacelpdates 2
Organize * MNew folder f=z » [H o

it Mame Date modified Type
7 Quick access a
LXE_app_1.32.tar 117472019 9:30 AM TAR File
[l Desktop o+ g i =
u LXE_os_R7.tar 9/10/2019 12:19 PM TAR File
‘ Downloads
@ Documents
&=/ Pictures &+
2019 - GlassLXE
GPB Radio
. media
WheatMNetlp_Scn
@ OneDrive
[ This PC N = N
File name: | LXE_os_R7.tar v| | TARFiles (tar) v/

If, we have to update both the Surface Host app version and OS version, there will be
two files to choose from. For this example we need to update both the OS and the app.
First select the OS Version. In this case, LXE_os_R7.tar and select Open. This will push
the OS Update to the surface host.
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When completed you will get success message:

. Surface Update Progress

*

Success

| Close

] |F{Eboot5urface]

DO NOT CLICK Reboot Surface!

Since there may be compatibility issues with Surface Host app versions and OS versions,
when the OS update has finished transferring click Close as we do not want the Surface Host

to restart at this point.

Next we’ll repeat the process to upload the app file. Click Hardware, Update Surface again.

. Open LXE Surface Update F

Organize = Mew folder

S
5 Quick access

[ Desktop
‘ Downloads #

4.!

!”j Documents o

&= Pictures *
2019 - GlassLXE
GPE Radic
media

WheatMetlp_Scn
@ OneDrive

[ This PC o

ile

- v 4 <« Wheatstone » LXESurfaceUpdates

Mame

| ] LXE app_1.52.tar
.J L¥E_os_R7.tar

X
v Search LXESurfaceUpdates yel
==~ 1 @
Date modified Type
11/4/2019 9:30 AM TAR File
9/10/2019 12:19 PM TAR File

File name: | LXE_app_1.52.tar

- | TAR Files (*tar)

Browse to your update files and select the LXE_app_1.52.tar file. Select Open.
When completed you will get this message again.
Now it is safe to click Reboot Surface.

. Surface Update Progress

x

Success

| Close

] |REbDot5urfacE]

GLASS LXE / Nov 2019

The app update and the OS update will
occur during the restart.

| WHEAT-LXE Connec

Once the Surface shows connected in
the status bar, you can use the Locator
tab again, and click Refresh and note the
Software update was successful.
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Glass LXE Software

As you noted when you connected to the LXE Surface Host with the Surface Setup GUI,
there was no module layout. This is normal for Virtual Surfaces at first run, because there
are no physical fader or output modules and panels available for it to use. We need to tell
the surface host to use Virtual Panels and populate those virtual panels with input faders,
output modules and other items. For this we will use the Glass LXE Software to define how
the Surface should be layout should look.

Find the Glass LXE Installation file.

| ﬂ = Manage LXESurfaceUpdates — O X
Home Share View Application Tools 0
<« v p » ThisPC » Documents * Wheatstone » LXESurfaceUpdates w Search LXESur... 0

Name Date modified Type Size
7 Quick access

[ Desktop
1‘ Downleads

(&) GlassLXE_Setup_1.16.exe

_'| LXE_app_1.52.tar

J LXE_os_R7.tar

@ RemotelXE_Setup_1.16.exe

&=| Pictures ﬁl WnetlP_LXE_Surface_Setup_Gui_2_1_3.exe
2019 - GlassLXE

Application 16,448 KB
TAR File
TAR File

|=| Documents Application

Application

GPB Radio
L media

WheatMetlp_Screen
@ OneDrive
D This PC

¥ Network

Sitems  1item selected 16.0 MEB =

Select the GlassLXE_Setup_1.16.exe file and double click it to start the installation
wizard.
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(L) Glass LXE 1.16 Setup — *

Licenze Agreement F

Flease review the license terms before installing Glass LXE 1. 16.

Press Page Down to see the rest of the agreement.

[This End User License Agreement is a legal agreement between you (gither an
individual or a single entity) and Wheatstone Corporation.

Warning: This program is protected by copyright law and international treaties.
Unauthorized reproduction or distribution of this program, or any portion of it, may
result in severe civil and criminal penalties, and will be prosecuted to the maximum
extent possible under the law.

Copyright 2019 Wheatstone Corporation, All Rights Reserved.

If you accept the terms of the agreement, dick I Agree to continue. You must accept the
agreement to install Glass LXE 1. 16.

Cancel

Accept the License Agreement by clicking I Agree.

(&) Glass LXE 1.16 Setup — x

Choose Components F

Choose which features of Glass LXE 1. 16 you want to install, @

Check the components you want to install and uncheck the components you don't want to
install. Click Mext to continue.

Select components to install: GlassLXE Application _P?S_'_C'-i'?'ﬁnn -
Start Menu Shorteut i i ;
Deskiop Shortout

Space required: 56.7 MB

Leave the check marks for the Selected Components. Then click Next.
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(&) Glass LXE 1.16 Setup

Choose Install Location
Choose the folder in which to install Glass LXE 1. 16,

Setup will install Glass LXE 1. 16 in the following folder. To install in a different folder, dick
Browse and select another folder. Click Install to start the installation.

Destination Folder

Browse...

:\Program Files (x86)\Wheatstone\GlassLXE

Space reguired: 56.7 MB
Space available: 34.0 GB

« Back

Install

Cancel

To change the default installation path, click browse and select a path, or leave the default

and the click Install.

(&) Glass LXE 1.16 Setup

Installation Complete
Setup was completed successfully,

Completed

Cutput folder: C:\Program Files (x88) Wheatstone\GlassLXE\=cenegraph

Extract: gsgd3d12badkend.dll

Qutput folder: C:\Program Files (x8a) Wheatstone\GlassLXE\styles

Extract: gwindowsvistastyle.dl

Output folder: C:\Program Files (x86) Wheatstone\GlassLXE

Created uninstaller: C:'\Program Files (x86)\Wheatstone\GlassLXE\GlassLXE_Uninstall. ..
Create folder: C:\Users\FERG \AppData'Roaming MicrosoftiWindows\Start Menu'Pro...
Create shortcut: C:\Users\FERG\AppDataRoaming \Micrasoftiwindows'\Start Menu'p. ..
Create shortcut: C:\Users\FERG\Desktop'GlassLyE. Ink

Completed

Close

« Back

Cancel

When completed click Close to finish the installation wizard.
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Find the shortcut to Glass LXE on the desktop and launch the application.

On first run, you will be prompted for a License key. WheatNet IP
Mavigator
B8 GlassLXE - License Key - Glass LYE ht
CXE
I You must register this product before it can be run. [l ==
' Please call Wheatstone customer service at {252) 638-7000 to GlassLXE

obtain a license key.

I Obtain a License Key I Enter a License Key Quit

WheatMetLXE

Click Obtain License Key.

Copy the resulting seed code, and

n GlassLXE - License Key - Glass LXE X | paste it into the body of an email
or txt file and send to techsup-

Select a NIC card to bind your license to: port@wheatstone.com requesting
Intel(R) 82574 Gigabit Netwark Connection [192. 168.87. 226] v| | @ license key for GlassLXE. Tech
support may ask for purchase details

Your license seed ID for this PC is: tobe verified before issuing alicense

key.
|0707ferg-wheat-win 10/00:0C: 29:60: 22:01/945€9009/ | y

The seed code provides us with the

; ; Host Name, the HDD S/N, and the
Y ou must copy this seed ID and send it to Wheatstone Mac Address of the PC. These items

customer support to obtain your license key for this PC. will be used to bind the License file
If you have multiple PCs to install on, you may copy all of the seeds into one to this PC. If any of these items

email and receive one license file for all of the PCs rather than multple files. . .
= change,the license key will become
I.ﬁ.ppenu:l Seed To Text File... I Copy Seed To Clipboard Close invalid.

Click Close once you have copied
the seed code.

! GlassLXE - License Key - Glass LXE X

Faste or drag your license file here:

When you receive the key from Tech
Support, click Enter License Key.

Drag the file, or copy the txt from the
file and paste into this window.

Cancel
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The result of the drag file or copy/paste should look like this. If you copy/paste, the
entire contents of the file needs to be copied and pasted including the item preceded with
the # symbol.

B GlassLXE - License Key - Glass LXE >

Paste or drag your license file here:

# This is a license Tile for a wheatstone application.
# The contents of this file are programmatically

# generated and should not be altered l1est the

# Tile may become unreadable thereby invalidating

# the license verification.

# Generated: Thu Nov 14 11:21:40 2019

PROD Glass LXE

HOST ferg-wheat-winlo

ENET 00:0C:29:B0:22:01

HDSN 45 E23009

DATE n/a

BIND HOST ENET HDSN

SEED 0707 /ferg-wheat-winlo/00:0C: 29:B0:22:01/945E9009/
LICK BBSS-F64647-1F-0BC0O30-9B2108B

Cancel
Click OK to apply this license key.

Click OK to dismiss the confirmation screen.

If you getan error message instead of the Thank
o 3 , | you message, it’s likely due to an incomplete
o Thank you for registering this product! | 444 pasted into the Enter License key screen,

or the bindings in the Key do not match the PC.

BH License - Glass LXE X

Ensure you have the correct file and entire
contents pasted to the Enter License Key
window.
BY wheatstone Glass LXE - O >
File  Wiew

Once registered the app will open VNP Netoork: [ (192 15080299 —
to its default options. e e =
Edit Profile Mew Profile Duplicate Profile Delete Profile
Connect
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Configuring the GlassLXE Surface

Now that we’ve done the Installation it’s time to configure the Glass LXE Surface.

ﬂ Wheatstone Glass LXE — O x
File  View
WNIP Metwork: | WMIP (192, 168.87.226) e
Profile: Profile 1 ~
Edit Profile Mew Profile Duplicate Profile Delete Profile
Connect

Select the WNIP Network NIC, to bind the application to the WheatNet-IP Network
interface on the PC.

Leave Profile 1 in the Profile field.
Select Edit Profile to bring up the Profile Builder.

Profile Editor: Profile 1 - Glass LXE

Name: | Profile 1 |

Host: Manual Entry w
IP: 192.168.87.93 dz
Custom Port O

V| Show Remote Screen
¥ | Group Panels In One Window
Flat Button Style
Indude Physical Panels
Add Virtual Panel

Customize Fader Colors

1D 100
Add Module:
Input Monitor
Studio EQ
Accessory
Clear Modules Delete Panel
Selected Module
Module: None

Apply Cancel

Here you can rename the profile from Profile 1.
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Additionally, you can select Manual Entry and manually enter the Surface Host IP, or
you can change the Host dropdown, and select from Surface Hosts that might be available
on the network. For this guide, we’ll leave it Manual Entry and type in our Surface Host’s IP.

Profile Editor: Profile 1 - Glass LXE

Name: | Profile 1 |

Host: Manual Entry w

IP: 192.168.87.93 dz

+ | Show Remote Screen

=

Group Panels In One Window
Flat Button Style
Indude Physical Panels

Add Virtual Panel

Customize Fader Celors

D: 100

Add Module:
Input Monitor
Studio EQ

ArCcessory

Clear Modules Delete Panel

Selected Module

Module: Mone

Apply Cancel

The next option is the Custom Port option. This is the Port for Glass LXE to connect
to the surface with. Check Use Custom Port, and enter 38383. This port is designated as
the default connection port for Glass LXE connections. This can be changed to suit your
network if needed.

The Surface Setup GUI, can be used to set a custom port other than 38383, but that
would have to be changed and saved to the surface first, then changed to match here. For
now, we’ll go with the default.

And optionally for this Profile, we’ll leave the Show Remote Screen, and Group Panels
In One Window options checked.

The include physical panels option would allow displaying any physical panels that
might be connected to this surface host. Since this Surface will not have physical panels
the option will remain unchecked.
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Profile Editor: Profile 1 - Glass LXE

VIRTUAL PANEL 100

Profile

Name: | Profile 1

Host: | Manual Entry e
bizH 192, 168.87.93 a3
Custom Pt

Show Remote Screen

<

<

<

Group Panels In One Window
Flat Button Style
Indude Physical Panels

Add Virtual Panel

Customize Fader Colars

ID: 100 v|
Add Module:
Input Monitor
Studio EQ

Accessory

Clear Modules Delete Panel

Selected Module

Module: None

Apply | Cancel

Now it’s time to define
some Virtual Panels.
Virtual Panels host
modules. So before we
can add any input or
output modules we need
a panel to host them.
Virtual Panel ID’s start
100 by default. This is
fine,and should be left at
default numbering. The
Next Panel will have id
of 101.

Each Virtual Panel can
host up to 12 modules
of any given type.

For our example purposes here, we’ve added 2 Virtual panels. I will use Panel 100 for

Inputs and Panel 101 for the Output and Accessory Modules.

Profile Editor: Profile 1 - Glass LXE

Profile
Name: | Profile 1

Host: | Manual Entry 5
1P 192.168.87.93 &
Custom Port

Show Remote Screen

<

£y

<

Group Panels In One Window

Flat Button Style

Indude Physical Panels | M F: | M p | H F')
Add Virtual Panel
costom VIRTUAL PANEL 101
ustomize Fader Colors
Panel 101
1D: 100 il

Add Module:

Input Monitor
Studio EQ

Accessory

Clear Modules PECEEC N MON MON STU  EQ |ACC

Selected Module

Module: P101 Slot 5 [Accessory]

Apply | Cancel

Once you are happy with your layout, click Apply.

GLASS LXE / Nov 2019

To add modules to a
panel, select the Target
Panel on the right, then
selectthe typeof Module
you want to add to each
panel. Remember that
in our options above,
we’ve selected to group
panels into one window.
Later when we run this
profile, these panels
will show up in a single
window. If we un-
checked that option,
when we run the profile,
each panel would have
it’s own window. This
is handy in multiple
monitor/screen setups
if using them.
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This sends the layout of your Glass LXE Surface to the Surface Host. If you try to run
the profile now, when the screen loads, your modules will show up as unconfigured, which
is correct, they have not been configured by the Surface Setup GUI.

Host Name:
IP Address:
B8 Panels 100 & 101 - Glass LXE

AUDITION CURRENT EVENT

10:34:52

TIMER (GROUP 1)

00:00.0 MA&T

NoSource EXT2 = NoSource

LOUDNESS RANGE (LU) :
00:00
PROGRAMDURATION

30
-24dBLKFS ABS Default LAYER  layer1
LUREF MODE

g=lal—

CORRELATION —

Running Profile 1, notice the modules grouped into 1 window. The surface Screen has
it’s own window behind the modules displayed. The Triangle with ! means that the Modules
are not configured yet.
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Now we need to launch the Surface Setup GUI and connect to this surface host to configure
the modules.

B Viheatet P XE Surface Setup GUI

Modulelayout | OLEDImages  Seree ScriptWizard | Scripteditor | GlobalOptions | UserOptions | DeviceMap | Preferences | Locator

298

ov 5 2019 14:44:19
2009-2019

WheatNet TP Script Comp’
Copyright 2005-2619 wheatston
Output /\ Debug

ripppc” version 2.28.6
e Corp, ALl rights reserved.

Output

Notice now the Module Layout is populated and matches what we built in Profile 1, of
the Glass LXE software.

To configure each Module, we first need to assign Input and Monitor numbers to each
module. At the top of each module displayed, click into the field where None is displayed.
Select the Input # that will be assigned to input faders. In our example we’ll use 1-4 and we’ll
also assign Monitor outputs for the Monitor Modules. In this case, we’ll use Mon1 to Mon3.

B Vineathet 1 LXE Surface Setup GUI

Module Layout | OLEDImages SciptWizard | ScriptEditor | GlobalOptions | UserOptions | DeviceMap | _Preferences ator es | Destinations | Salvos | Blades

~ ID (dotted) lame
B s
BE o e
i
Bor sl
neBAR
1133 L8BMO4
1137 LeBmo8
A
[T
o [ - - Wi e
HEEE N . e e
N .. wE e

2131 LXE BM02

=)

Wheathet IP Script Compiler "gwipppc” version 2.28.0
Copyright 2005-2019 wheatstone Corp, ALl rights reserved.
Output / \ Debug

Output

Inputs Modules, 1 - 4, and Output Modules, Mon1, Mon2, and Mon3.
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Now it’s time to configure the buttons, screens and encoders on the modules. You can
do this a number of ways, by clicking each item individually or for expedience you can use
our default values for each module type.

BB Whesthet P LXE urface etup GUI

ModuleLayout | OLEDImages  Screenis ScriptWizard | SciptEditor | _Global Options | UserOptions | DeviceMsp | Preferences | Locator

LXE-Surface Screen Builder
ve ile: Nov 5 2019 14:44:19
orp. 2069-2019

olE]

jersion: 2.1.3 Buile:
Copyright Wheatstone C
Wheathet 1P Script Compiler "gwipppc” version 2.28.6
Copyright 2065-2619 Wheatstone Corp, ALL rights reserved.
Output [\ Debug

Output

Right click on an Input Module and select Default INPUT Module. This will assign
Default Functions to the Controls on the Input Module.

o & = o
= = g -1 = o
< Clak I B

k3 Default Button Functions

k3 Default Encoder Functions
| k3 Default Fader Functions

k3 Default OLED Functions

(n] Cancel

When prompted, check all of the boxes to set all controls to default.
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B Vneatie 1P LXE Surface Setup UL

Module Layout | OLEDImages ScriptWizard | ScriptEditor | Global Options | UserOptions | DeviceMap | _Preferences | Locator Sources | Destinations | Salvos | Blades

D (hex) ~ D (dotted) Name
00400001 1001

Module Properti
r INPUT Modul

Property
Function

AllINPUT Module
Clear Layer.

Default Layer

Copy Layer

Move Host P

Move Ho

LXE BM02
IveRm
3

B\ e _surface Screen Builder =
Version: 2.1.3 Built: Nov 5 2619 14:44:19
Copyright Wheatstone Corp. 2669-2619

WheatNet IP Script Compiler "gwipppc” version 2.28.0
Copyright 2605-2619 Wheatstone Corp, ALL rights reserved.
Output [\ Debug

Output

Once the first module has default values, you can right click and copy this module
using the Copy function, then right click on the next Fader and select Paste INPUT Module,
or do the rest of the input modules with Paste All INPUT Modules.

B Vinesthe P LXE Srfce Setp GUI

Module Layout | OLEDImages  Screen s, ScriptWizard | ScriptEditor | Global Options | UserOptions | DeviceMap | Preferences | Locator Sources | Destinations | Salvos | Blades
~ ID (dotted) Name [
1001 BLODISO!
1002 BLODIS02
1003 BLODISO3
1004 BLODISOA
1005 BLODISOS.
1006 BLODISOS.
1007 BLODISO7

7 00400008 1008 BLODISOS.

UrrentUser | Derauit - s = 104251 ALIAS
1100 LEPGM
1101 LeAUD
1102 LeAUX
1103 LeoL
1130 LeBMO1
1131 LeMo2
1132 LeBMO3.
1133 LeBoA
1134 LeBMOS.
1135 LeBMOs
1136 LeBMO7
1137 LeBMos
1150 L8 CUE.
1160 LecR
1161 Lestu
1162 LeHdpn
1170 Lewild
1180 Sparedl
1181 Spareb2
1182 Spare03
1183 Spareds
1184 Spare05
1185 Spareds
1185 Spared7
1187 Spared8
1188 LETIMR
1189 LeTALY
2100 LXEPGM
2101 LXE AUD
2102 LXE AUX
2103 LXEOL
2120 LXE Auxl
2121 LXE A
2122 LXE A
2123 LXE Auxd
2130 LXE BMOT
2131 LXEBMO2

L

rface Screen Builder =
Vers 2.1, e Nov 5 2019 14:44:19
Copyright Wheatstone Corp. 2009-2019

L]

Wheathet IP Script Compiler "gwipppc” version 2.28.0
Copyright 2005-2619 wheatstone Corp, All rights reserved.
Output /\ Debug,

Output

This will put the same config on all of the input modules.
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For output modules the steps are slightly different.

< < F o
= = 4 -l = o
AClal I Ea

kd Default Button Functions

kS Default Encoder Functions
| k3 Default Fader Functions

&S Default OLED Functions

CHE Cancel

Select all and click OK.

B Vinesthe P LXE Srfce Setp GUI

Module Layout | OLEDImages  Screen s, ScriptWizard | ScriptEditor | Global Options | UserOptions | DeviceMap | Preferences | Locator s | Destinations | Salvos | Blades

~ ID (dotted) Name
1001 BLOGISOT
1002 BLO0IS02
1003 BLOOISO
1004 BLO0TSOS
1005 BLO0ISOS
1006 BLO0ISO6
1007 BLO0ISO7
1008 BLOOISOE
104251 AUAS
1100 L8pGM
1101 L8AUD
1102 L8 AUX
1103 LsoL
] 1130 LegM01
1 1131 Legmo2
1132 LegMo3
™ 1133 LeB
1134 LegMos
[ ] 1135 LeBMoS
1136 Lemo7
= 1137 LeBMos
1150 L8 CUE
. 1.1.60 L8CR
1161 L8t
[ ] 1162 LeHdpr
- 1170 Lewild
| 1120 Sparedi
1181 Spared2
1] Tie2 Sparel3
1183 Sparedt
™1 T184 Spareds
BN 1185 Sparet
1126 Spared?
"3} 1187 Spare08.
Tiee LETIMR
1189 LETALY
2100 LXEPGM
2101 LXEAUD
2102 LXEAUX
2103 LXE O
2120 LXE Auct
2121 LXE A
2122 LXE At
2123 LXE Auxt
2130 LXEBMOT
2131 LXE BMO2

v 5 2019 14:44:19
. 2669-2019

2.0

Wheathet IP Script Cony ‘gwipppc” version 2.28..
Copyright 2005-2619 wheatstone Corp, All rights reserved.
Output [\ Debug.

Output

When you select Default Output Module, you will get an extra options window for the
type of output module you are configuring,i.e.,a CR, or HP Monitor, or a Studio Monitor.

Our first Output Module, is typically the CR module.
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Bl Select A Default Configuration x

Select default for the Mon1 CONTROL module at card: 101 slot-1.
Mame

& Control 1
Control 2

Type
CONTROL - Mon
COMNTROL - Mon

Description

WM Assigns, Set, Takes, Aux 1 Level
MM Talkbacks, Loudness, Tirmer, Aux 2 Level, Menu

] | Cancel

Here we’ll select Control 1.
For the Headphone Module, we’ll want to select Control 2.

Repeat for the Studio Module.

When you are finished, click Apply. onnected

This sends the changes to the Surface Host.

While we are in the Surface Setup GUI, we need to setup a few more things.
First click the Global Options tab.

Module Layout OLEDImages

ScriptWizard Script Editor Global Options

User Options Device Map Preferences Locator

Primary Mix Engine Blade Info

Blade ID

IP Address Bt

Assigned Input Channels:

B 1 B2 B3 BI4 BIS RIS BT KIS
B9 B 10 B 17 by 12 B 13 B 14 B 15 b)Y 16
B 17 B3 15 B 17 B3 20 B 21 B9 22 BS 25 B3 24
B9 25 b 26 b 27 b 25 B 29 B 30 BY 31 by 32

Check Al Un-Check All

Resource Allocations

Number of Input Channels

S —— ]

Numberof Spare Buttons

Secondary Mix Engine Blade Info

s (N

Assizned Input Channels:

[ o =l e =l Pse T o 2 Je
O OwudnJ20azJ1a]as[]1s
[Daz [Ja[Jae[Jee 21122 []23[]2a
[12s[12s[ 127 ]2a[ 129 ]30[]31[]3

Check All Un-Check All

Display Brightness

Mormal Level

Auto Dim Level

Because these consoles are normally powered on 24/7 seme care must be
taken to avoid image burn-in on the OLED displays. Setting the OLED screen
brightness to maximum and/or disabling the auto dimming function, will result
inimage burn-in and greatly reduce the useful life of the display. Using the
standard settings of 60%, 20%, and 10 minutes, will zive a long useful life for
the OLED display. OLED displays with image burn in will not be covered by the
warranty.

Surface Button Brightness

Virtual LXE Connection

Port

-

In the Global Options Screen, we need to tell the LXE Surface Host, which Blade on the
Network is it’s Mix Engine. If you have not already done so, click Wheatnet_IP_System
and select Scan. Enter a Valid Blade IP address as the Starting point for the Scanner. When

the System Scan Finishes, click Use this Scan information. When prompted Save the scan
file in the default directory offered.
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Then in the Global Options, under Primary Mix Engine, click the picker button to the
right of the ID Field. Select the LXE Engine Blade for this Surface Host. Then click the
Apply button at the bottom of the GUI.

Changes in this screen require a restart of the Surface Host. Use the Hardware menu,
and select Reboot Surface option to restart the surface.

Note you can make additional changes here. The LXE Mix Engine supports 32 inputs,
and up to 16 Monitors or Outputs and 14 unique spare buttons. You can increase or decrease
these based on your facility and needs. You can refer to the LXE Surface Manual for more
details.

One additional item to cover for this manual, is the Virtual LXE connection section.
Here you can assign a port other than 38383 and a password to be required to connect (the
password feature is not currently support in the LXE Surface or Glass LXE application and
will be in future versions).

For getting started the default is fine to use, however if you do change it, remember to
update the Glass LXE Profile for this surface to the new number and password information.

Once the Surface has restarted, and shows connected in the Setup GUI, your Module
layout there should look something like the below example when you connect with Glass LXE.

8 Panels 100 & 101 - Glass LXE

PROGRAM AUDITION AUXILIARY
0 o

MaMIC1 M4MIC2 No: NoSource LXE PGM

1BS.1770-3 LOUDNESS MONITOR SOURCE

NoSource

R : ] —_a = ] = LXE PGM
00:00 = ; 2 i = . =
PROGRAM DURATION

-24dB LKFS ABS
LUREF MODE

‘CORRELATION

Your Glass LXE Surface is now ready to bring in sources and mix to outputs. You will
need to make crosspoints in the Navigator Software to bring Monitor Sources from the
Surface to Blade Outputs, wired to speakers or headphones.
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Profile Editor: Profile 1 - Glass LXE
Profile Customize Fader Colors
Name: |Profile 1 | 1 2 3 4 5 3 7 8 g 10 11 12 | Default
Host: Manual Entry e 13 14 15 16 17 18 19 20 2, 22 23 24 Clear
2 & 27 29 a 1 32
: 192.168.87.93 dz 2 al 22
2 3 4 5 5] 7 3 9 10 11 12 Default
¥ Custom Port
14 15 15 17 18 19 20 21 22 23 24 S
¥ | Show Remote Screen 2% a7 I8 29 0 31 32
+ | Group Panels In One Window 2 3 4 o 6 7 8 9 10 11 12 Default
4 15 16 17 18 19 20 21 22 3 24
Flat Button Style Clear
26 27 28 29 30 31 32
Indude Physical Panels 5 3 B 5 6 2 3 3 10 1 12 Defadlt
Add virtual Panel 14 15 16 17 18 19 20 21 22 23 24 Clear
Customize Fader Colors & = = = o 2 i
2 3 = 5 B i 3 9 10 11 12 Default
28 27 28 29 30 31 32
1D: 100
¥ 2 3 4 5 [ 7 g 9 10 i1 12 Default
Add Module:
14 15 168 17 18 19 20 21 22 23 29 Faah
Input Monitor % a7 25 29 20 21 2
Studio EQ 2 403 Vi g 5 <] 7 8 9 10 1t 12 Default
ey 1% 13 15 17 18 19 20 21 22 23 24 Clear
25 27 2B 29 30 31 32
Clear Modules Delete Panel - e * = E . g g i Lt L Default
1 15 16 17 18 15 20 21 22 23 24 et
% 27 28 29 30 31 32
Selected Module
Module: None
Apply Cancel

Some additional customization. In the Edit Profile screen, you can click Customize
Fader colors and assign colors to the faders respectively.
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ﬂ Panels 100 8101 - Glass LXE

MO
BGM
AUD Gl
©

< =

MaMIC1 MaMIC2

CRED TERED

T

MoSource

MAIN MENU
LXE PGM
11:07:45 AM

LXE PGM

Additionally for buttons programmed as scriptable buttons or spare buttons, you can
use the LXE Surface Setup GUI, to add Txt to the Etched Label Field. This will cause
the text to display in the Glass LXE Surface Buttons.
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Current User:

Current Layer:

|Property
Function
Press Mode
Off Color
On Color
| Etched Label

ey R

Selecting Buttons and giving them a function, and an Etched Label.

B Panels 100 & 101 - Glass LXE - O x

As you can see, much more customizing can be done with your GlassLXE Surface.
As you learn your way around the Surface Configuration GUI and the Glass LXE Profile
editor, your imagination is the limit.

Further information on the LXE Surface Setup GUI, will be found in the LXE Surface
Manual.

GLASS LXE / Nov 2019 Quick Start - page 31





